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@ ) Q i NOTES:

— T 1. MATERIAL OF CONSTRUCTION IS MILD STEEL

=4 ]';)O COATED IN 2-4 MILS OF BLACK WRINKLE POWDER
COAT.

2. MOUNTS TO A STND 8" BASE PLATE AND WILL
BREAK AWAY WHEN STUCK BY A VEHICLE.
3. TRIM BOLTS TO BE FLUSH WITH THEIR NUT AFTER

INSTALL.
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ITEM NO. PART NUMBER DESCRIPTION QTY.

] PLTBAS-8-BRK-1 BREAK AWAY BASE BOTTOM PLATE 1

2 PLTBAS-8-BRK-2 BREAK AWY BASE TOP PLATE 1

3 88BRE-PRO-01-CRS TUBE BREAK AWAY TUBE 1

4 — 5/8-11 X 1" NYLON HEX BOLT 4

5 — 5/8-11 NYLON HEX NUT 4
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4l A @ NOTES:
(R 1. SEE STANDARD PREPARATION AND COATING INSTRUCTIONS
R @ FOR COATING PROCEDURE AND COLOR.
2. SEE STANDARD PACKAGING INSTRUCTIONS FOR PACKAGING
@ PROCEDURE.
>
N (2)
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